




















* Cleaning

@ Please remove the dust adhered on the surface of the two-way radio
and the charging pole with clean and dry lint free cloth or brush.

@ Wipe the dust and dirt on the two-way radio with lint free cloth to avoid
bad contact;

@ After the two-way radio has been used for a long term, its keys,
control knob and shell get dirty easily. Neutral detergent (rather than
highly corrosive chemical agent) and wet cloth may be used to clean
them. After cleaning, be sure that the two-way radio are thoroughly dry,
otherwise it shall not be used.

®When the two-way radio isn't used, close the cover of accessory jack;
Please turn off the two-way radio and take the battery out before you
clean the two-way radio.

Main technical indexes

* General specifications:

Analog sensitivity -122dBm (12dB SINAD)

Digital sensitivity -120dBm(BER=5%)
Audio power w
Audio distortion <10%

Adjacent channel selectivity (wideband/narrowband) | >654B/>60dB

Receiving current <380mA

All specifications are subject to change without prior notice or taking
any responsibility.

List of toxic and hazardous substances and elements

Part Name Toxic and Hazardous Sub and Element:

Pb Hg Cd Cr (Vi) PBB PBDE
Electronic x o o o o o
parts
Mechanical o o o o o o
parts

o: means that the content of the toxic and hazardous substance in such parts doesn't
exceed the limit specified in SJ/T11363-2006.

x: means that the content of the toxic and hazardous substance in such parts exceeds
the limit specified in SJ'T11363-2006.

Frequency range VHE: 136-174MHz /UHF:400-480MHz (Dual Band)
Storage channel 128 groups

Stepped frequency 2.5/5/6.25/10/12.5/20/25kHz

Operating voltage DC7.4 V (rechargeable lithium battery)

Frequency stability +1.5ppm

Operating temperature: 20°C —+50°C

Operation mode same-frequency simple or  different-frequency simplex
Antenna impedance 500

Battery capacity 2000mAh

Volume 110%58x32mm (excluding antenna)

* Transmitting

Output power SWAW

Modulation (wideband/narrowband)

Analog: 16K¢F3E/11 K¢F3E

Digital: 4FSK

Maximum frequency deviation

(wideband/narrowband)

<SKHZ/<2 5KHz

FSK allowable error rate

3%

Spurious power

<T.5uW

Adjacent channel power

<65dB/<-60dB.

Signal to noise ratio (wideband/narrowband)

>-45dB/>-40dB.

CTCSS/DCS frequency deviation

(wideband/narrowband)

0.7:0.1KHz/0.4+0.1KHz

Modulation sensitivity

Transmitting current

<LSA

* Receiving
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Disclaimer (attached on the back cover of the instructions)

The company has strived to ensure the accuracy and completeness of
these operating instructions during the preparation, but shall not be
liable for any possible errors or omissions during printing.

The company reserves the right to make changes to product design and
specifications due to continuous technical development without prior
notice.
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